
MUELLER® AWWA FIRE HYDRANT
IDENTIFICATION SHEET

Elastomeric Seal

Short Skirt
Scalloped Flange

Date Code
1997-Present

MUELLER® SUPER CENTURION 250™

FIRE HYDRANT
Specify main valve opening size and year date (cast on
upper barrel between groundline flange and bonnet).

Year Date      Main Valve Opening Size
❒   4-1/2”

❒   5-1/4”

MUELLER® SUPER CENTURION 200™

FIRE HYDRANT
Specify main valve opening size and year date (cast on
upper barrel between groundline flange and bonnet).

Year Date      Main Valve Opening Size
❒   4-1/2”

❒   5-1/4”

MUELLER CENTURION® FIRE HYDRANT
Specify main valve opening size and year date (cast on
upper barrel between groundline flange and bonnet).

Year Date      Main Valve Opening Size
❒   4-1/2”

❒   5-1/4”

MUELLER® MODERN CENTURION®

FIRE HYDRANT
Specify main valve opening size and year date (cast on
upper barrel between groundline flange weathercap).
Two way not illustrated.

Year Date      Main Valve Opening Size
❒   5-1/4”
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MUELLER® IMPROVED FIRE HYDRANT
Specify main valve opening size and year date (cast on
upper barrel between groundline flange and bonnet).

Year Date      Main Valve Opening Size
❒   4-1/4”

❒   4-1/2”

❒   5-1/4”

❒   6-1/4”

MUELLER  MODERN IMPROVED
FIRE HYDRANT
Specify main valve opening size and year date
(cast on upper barrel between groundline flange and
weather cap).

Year Date      Main Valve Opening Size
❒   4-1/2”

❒   5-1/4”

MUELLER / 107® FIRE HYDRANT
Specify main valve opening size and year date (cast on
upper barrel between groundline flange and bonnet).

Year Date      Main Valve Opening Size
❒   4”

❒   5”

❒   6”

MUELLER STANDARD FIRE HYDRANT
Specify main valve opening size and year date (cast on
upper barrel between groundline flange bonnet).

Year Date      Main Valve Opening Size
❒   4-1/4”

❒   4-1/2”

❒   5-1/4”


